
BMC CONFIG Usage Instructions

1)Open the software and select camera model.

2)Set the camera parameters

Before the start of setting,connect the camera with

computer via a USB cable.

Step1 WAP/Internet setting:select your country and carriers

according to your SIM card.

Step2 Check WAP/Internet Parameters:Fill out the required

fields (marked with an asterisk).Input Email server such as

“smpt.gmail.com”or “smpt.bolymedia.com.”

NOTE:If your email uses encryption techniques,select the c

orresponding protocol.Such as using Gmail as sending emai

l, You should select SSL to ensure the success of sending

mail.
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Step3 Camera setting:set parameters as you want,click “Ch

anging Setting”.Also you can use default parameters with “

default setting”(For the first time use which is recommend

ed).

Step4 Custom Information Setting:input your receiving pho

ne number in 〝administrator number〞or〝Phone Numbe

r",e-mail address in 〝Receive Email 〞.

Step5 Save the data in the camera’s SD card:Save the GS

M folder to the root directory of SD card.

NOTE:If your country or SIM card operator is not in the li

st, try to find “Others”.then ask the SIM card operator for

the parameters you need(MMS URL, MMS APN, Port, M

MS IP, Account, Password, GPRS APN,GPRS account, GP

RS password) and fill in. Also you need to fill in some p

arameters(send email server, port, email address and passwo

rd) of an email account as sending email (gmail is recom

mended).Above all else，only SMTP is supported by the ca

mera when sending email.

Down load the APP software from here:

http://www.bolyguard.com/download.htm


